
WEIGHT:

3 x 3 m: 139 kg 

4 x 4 m: 174 kg  

5 x 5 m: 196 kg 

6 x 6 m: 230 kg

CENTRAL POLE (4 POSITIONS):

3 x 3 m: 135 cm | 140 cm | - | - 

4 x 4 m: 178 cm | 183 cm | - | -  

5 x 5 m: 243 cm | 248 cm | 253 cm | - 

6 x 6 m: 283 cm | 288 cm | 293 cm | 298 cm

TOTAL HEIGHT (4 POSITIONS):

3 x 3 m: 385 cm | 390 cm | - | - 

4 x 4 m: 428 cm | 433 cm | - | -  

5 x 5 m: 493 cm | 498 cm | 503 cm | - 

6 x 6 m: 533 cm | 538 cm | 543 cm | 548 cm

GENERAL:

Canvas material • PVC blockout of 820 g/m² 

 • Thickness of PVC canvas: 0.60 mm 

Canvas features • Fire-retardant M2 

 • UV-resistant 

 • Anti fungal and rot-resistant 

 • All seams thermally welded for optimum    

 • water tightness 

 • All windows high frequency welded 

 • Smooth canvas for easy maintenance 

 • Extra tension points within the roof for optimum   

 • roof tension 

Frame material • Main sections circular tube Ø 63.5 mm of    

 • anodised scratch-free aluminium, wall thickness 3 mm 

 • Corner pieces from cast aluminium, wall thickness   

 • 6 mm with reinforced edof 9 mm 

 • Sturdy base plates of galvanised steel 

Included in set • 8 tent pegs for anchoring 

 • 4 ratchets for anchoring 

 • 4 tension straps to tension the roof fabric 

 • Cables Ø 10 mm with cable spanners for optimum   

 • control of the roof tension 

Wind speed • Guaranteed up to 8 Beaufort

KEDER PROFILE

AVAILABLE COLOURS

* Transparent - ** Also available 

with personalised printing

***
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